


CAUTIONS

Please observe the following cautions before using the appliance.

1

. Supervision is recommended when the user is an infirm

10.

1.

12.

13.

14.

15.

. Do install and operate this appliance in accordance with

the operating instructions and installation guide.

\
. Do not permit anyone to operate this appliance who has \
not been instructed in its use. Keep the operating instructions =
of this appliance in a visible place for easy reference. =

person or a child.

. Water will drain when the nozzle is extended and retracted.

This is to cleanse the nozzle, not a malfunction.

. If the appliance is not to be used for a long period of time, drain water before using the

appliance again.

. Do not stand or sit on the seat lid. It is not designed to support a user’s body weight.
. Take steps to prevent the water from freezing.
. Operation and use of this appliance is restricted to a water supply line with a pressure

between 15 psi. and 100 psi.

. Do not apply force to the connecting flexible hose or other plumbing. It could result in a

malfunction.
Do not push or pull the tube and the hose, otherwise it may result in water leakage.
Never drop or insert any object into any opening or hose.

If this appliance becomes loose or moves out of position,
retighten the bolts and the nuts as necessary.

It could result in water leakage.

Do not expose the appliance to direct sunlight, as it may
discolor.

Do not allow this appliance to come into contact with paint,

nail polish, thinner, chlorine, detergents, oils, etc.
Only qualified service personnel should service this appliance.




TROUBLE SHOOTING

PROBLEM

CAUSE

SOLUTION

The washing water is not
sprayed .

* The drain handle is turned on

The water is not supplied

* Turn off the drain handle.
* Turn on the shutoff valve.
« Check water supply.

weak

The washing water sprays

Water supply is interrupted

« Nozzle opening is slightly clogged

The drain handle is slightly
turned on

+ Check the water pressure

« Clean the nozzle using a
toothbrush

* Turn off the drain handle
completely.

The washing water is not
warm or getting warm

« The temperature control handle

is set at cold water

* The shutoff valve of warm water

is closed

* Push down the temperature
control handle gently.

« Turn on the shutoff valve of
warm water.

Water leaks at connections

* The rubber packing on the adapter

and the coupling nut is not
inserted or worn out.

« The fitting or the adapter is

damaged

+ Change the rubber packing or
repair it with a pipe-thread tape.
+ Change the fitting or the adapter.

SPECIFICATIONS

ITEMS

CONTENTS

Type

Non-electrical system

Water supply method

Direct connection to tap water
(check valve to prevent the reverse flow)

Water supply pressure

15 ~ 100 psi

Cleansing nozzles

Two separate nozzles for rear and front

Positon adjustment

Manual

Seat and Lid

Safe-close by oil tamper system

Dimensions (WXL XH)

17.1 X 20.7 X 4.3 inch (435 X 525 X 110 mm)

Weight

6.17 lbs (2.8 kgs)

Supplied parts

2 Bolts and Nuts((®), 1 Rubber pad((©), 2 Corn washers(@)
2 Bolt guides(®), 2 T-Valves(®), 2 Rubber packings(@),
2 Flexible hoses(®),1 water supply tube(®).




